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WEIGHTED PULLEY SYSTEM CROWD CONTROL STANCHION 

1 

2 BACKGROUND OF THE INVENTION 

3 This invention relates to crowd control portable stanchion posts. Crowd control stanchions 

4 are portable post assemblies used by maintenance and other individuals to regulate pedestrian 

5 traffic. The stanchions are placed in a manner to indicate to pedestrians where the pedestrians 

6 should walk or queue. 

7 Stanchions are generally not used singly. Flexible or rigid connecting members such as 

8 chains, ropes, tapes or rails are usually used to connect stanchion posts to each other, usually in a 

9 linear fashion, or to wall mounted rings. Most connecting members are independent. 

10 Independent connecting members can be removed from the stanchions. These independent 

11 connecting members have hooks or snaps at both ends to facilitate attaching the connecting 

12 members to stanchions. 

4=3 Some stanchions, however, have extendible and retractable guidance tapes that are internally 

jk- stored within a housing attached to, or part of, the stanchion. I use the term guidance tape to refer 

5 to an extendible tape have means to connect the tape to another stanchion or a wall mounted ring, 

jjk The guidance tape is wound onto a reel that comprise part of the stanchion assemblies. These 

357 guidance tapes can be extended from the stanchion post by unwinding them from the reels. The 

If 8 virtue of a stanchion with an extendible internally stored guidance tape is convenience. First, 

% there is no need to store the connecting member separately. The guidance tape is internal to the 

aO stanchion and stored with it. The guidance tape can not be lost. Second, an extendible guidance 

Ol tape can be used to delineate any distance up to the maximum extension of the guidance tape. It 

jj2 is not necessary to stock multiple length connectors since the guidance tape can be extended as 

S3 far as desired up to the maximum extension. 

Q4 Said reels have spring mechanisms to keep the guidance tapes taut when extended and to 

25 rewind the guidance tapes after use. Extending the guidance tape causes the spring to be wound, 

26 storing potential energy in the spring. When it is desired to rewind the extended guidance tape, 

27 the stored potential energy spins the reel rewinding the guidance tape. 

28 Although guidance tape stanchion posts with internal guidance tapes are convenient, spring 

29 rewind mechanisms have limitations. First, if a simple spring mechanism is used, the tension on 

30 the guidance tape will not be constant As the guidance tape is extended, the spring will be 

31 wound tighter and the tension will increase. Constant force springs mechanisms reduce this 

32 problem to some degree, but they require additional complexity and expense. Second, spring 

33 mechanisms can, and frequently do, break. Breakage renders the guidance tape mechanism 

34 inoperable. Third, the guidance tapes in present systems are stored and extended in a vertical 

35 aspect. This results in a tendency for the top of the guidance tape to curl. The curling is 

36 exacerbated by the proclivity of pedestrians, when standing next to an extended guidance tape to 

37 hold and press down upon the top of the guidance tape, thereby causing even greater curling. 


1 


Hugh Gene Loebner October 10, 2000 

C/o Crown Industries, Inc. 155 North Park St. East Orange NJ 07017 

Tel 973/672-2277 Fax 973/672-7536 

WEIGHTED PULLEY SYSTEM CROWD CONTROL STANCHION 

1 Fourth, releasing a completely extended guidance tape may cause it to rewind with excessive 

2 speed. Braking means are possible but these increases cost and complexity. Finally, the longer 

3 the desired length of a guidance tape, the greater the necessary diameter of the reel. A large reel 

4 on the top of a stanchion post may be considered unsightly, limiting the maximum length of the 

5 guidance tape. 

6 SUMMARY OF THE PRESENT INVENTION 

7 My invention comprises a portable stanchion post using gravitational potential as energy 

8 storage means to retract an extended guidance tape. A weighted pulley means, rather than a 

9 spring, is used both to store gravitational energy for maintaining tension when the guidance tape 

10 is extended, retracting the guidance tape when desired, and as means to store the retracted 

1 1 guidance tape within the stanchion post. 

12 The art of pulley design and construction is well known. Pulleys allow heavy objects to be 
hoisted with a force less than the weight of the object at the expense of having to move the force 

J4 a greater distance than the weight to be moved. A pulley system with a five fold mechanical 

WS advantage, for example, can theoretically be used to lift a 100 lb. weight with a force of only 20 

% lbs., but the 20 lb. force must be moved through a distance 5 times the distance that the weight is 

|}7 lifted. In reality, a force of more than 20 lbs. would be needed to overcome energy lost through 

LS8 friction. 

0§9 Although the use of the pulley to lift heavy weights is ancient and well understood, it is not 

30 generally appreciated that the system can be used in reverse. A comparatively large force can be 

jf 1 moved through a short distance to move a lesser force through a longer distance. That is the 

H2 essence of the present pulley stanchion system. 

§3 The weighted pulley system comprises a top block assembly and a bottom block assembly. 

§4 Each block assembly comprises a block, that is a case, and a plurality of rollers that are held 

25 within the case. The top block assembly comprises, in addition to the plurality of rollers, a ring to 

26 which a snap end can be attached and a threaded stud to which a decorative finial may be 

27 attached. The bottom block assembly comprises, in addition to the plurality of rollers, a weight 

28 and a membrane. 

29 The guidance tape is stored as multiple plies laced between the two block assemblies. When 

30 the guidance tape is extended from the stanchion, the bottom block assembly rises. When the 

31 directional guidance tape is retracted the bottom block assembly drops within the post. The 

32 distance that the bottom block assembly rises and falls relative to the distance that the guidance 

33 tape is extended depends on the number of plies of the guidance tape. For every inch that the 

34 bottom block assembly rises or falls, the guidance tape will extend or retract N inches, where N 

35 is the number of plies. 
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1 A membrane attached to the bottom block assembly provides a seal between said bottom 

2 lock assembly and the post. This permits pneumatic braking when the guidance tape is being 

3 retracted. 

4 The pulley stanchion system which I describe has the advantages that (1) it removes the 

5 complexity of spring mechanisms, (2) it uses gravity to provide a constant force over the entire 

6 extension range of the guidance tape, (3) in its natural configuration the extendible guidance tape 

7 is extended in an horizontal aspect, thus reducing curling, (4) the bottom block assembly with 

8 membrane act as a piston, providing simple and efficient pneumatic braking when the guidance 

9 tape is being retracted and (5) the guidance tape is stored as multiple linear plies within the 

10 length of the stanchion tube rather than on a bulky circular reel. 

1 1 DESCRIPTION OF THE DRAWINGS 

12 FIG, 1 is a perspective view of the stanchion showing. 

A3 FIG. 2 is a side view of the tape storage/pulley mechanism showing the path extendible 

M guidance tape follows through the rollers of top block assembly and bottom block assembly. 

f 5 FIG. 3 is a side view of the mechanism showing the disposition of the top and bottom 

f |6 pulley mechanisms and their associated rollers relative to the stanchion post. 

5{7 FIG. 4 is a front view of top and bottom block assemblies including blocks and rollers. 

U08 FIG. 5 is a front view of top and bottom pulley mechanism showing tape and snap end. 

% FIG. 6 is a partial view of top block, post, and top roller, showing how top surface of top 

|20 roller clears the top rim of stanchion post. 

01 FIG. 7 is a side view of top block assembly. 

jg2 FIG. 8 is a front view of top block assembly. 

33 FIG. 9 is a top view of top block assembly showing attachment ring. 

Q4 DESCRIPTION OF THE PREFERRED EMBODIMENT 

25 FIG. 1 shows a perspective view the preferred embodiment of my invention. The stanchion 

26 comprises a base 12 attached to a post 10. Extending from top assembly 8 is tape 2. At the end 

27 of tape 2 is snap end 1. 

28 I have found that an 18 gauge 2 inch diameter tube 34 inches in length attached to an 14 

29 inch diameter base are a suitable post and base combination. 

30 A variety of means may be used to attach the post to the base. One method is to weld the 

31 post to the base. An other method is to have a threaded hole in the base and, in the tube, a tube 

32 connector such as Gabriel Glide Co.'s 302-2000-06-18. A threaded stud can thus be used to 

33 attach the tube to the base. With this method, the post can be screwed onto, and unscrewed from, 

34 the base for ease of storage and transportation. The specific method of attachment is not 

35 important except that the base should provide a relatively air tight seal at the bottom of the post 

36 so that pneumatic braking may be used to slow the descent rate of the bottom block, and hence 

37 the tape retraction speed. 


3 


Hugh Gene Loebner October 10, 2000 

C/o Crown Industries, Inc. 155 North Park St. East Orange NJ 07017 

Tel 973/672-2277 Fax 973/672-7536 

WEIGHTED PULLEY SYSTEM CROWD CONTROL STANCHION 

1 Fixed to the top of post 10 is top block assembly 8. Visible in FIG. 1 is the attachment ring 

2 part of top assembly 8. Decorative finial 14 is shown on top of top block assembly 8. Extending 

3 from top block assembly 8 is tape 2. Snap end 1 is attached to tape 2. In the normal use of the 

4 stanchion, tape 2 is extended and snap end 1 is snapped onto the attachment ring of a second 

5 stanchion or onto a wall mounted ring. 

6 FIG 2 shows how the components of the pulley system are disposed relative to each other 

7 and the path that tape 2 follows. Tape 2 passes over top assembly top roller 3, under bottom 

8 assembly bottom roller 7, over top assembly middle roller 4, under bottom assembly top rollerjBf Q i 

9 over top assembly bottom roller jfrflhd finally is attached to the top of bottom block assembly 9. 

10 From FIG 2 it can be seen that the rollers comprising each block assemblies are of different 

11 diameters. This permits the multiple plies of tape to avoid touching. This configuration reduces 

12 friction when the tape is being extended or retracted. FIG. 3 shows how the components are 
J3 disposed internally to post 10. 

J# Top block assembly is seated on the top rim of post 10 and bottom block assembly 9 is 

35 contained within post 10. Tape 2 is contained within the post 10 laced as multiple plies between 

f j5 top and bottom block assemblies. In the preferred embodiment, there are five plies of tape. Tape 

j|j7 2 will extend or retract five inches for every inch that bottom block assembly rises or falls within 

LfS post 10. I have found that a 6.5 inch long bottom block assembly used in conjunction with the 

Cp9 depicted top block assembly has, within a 34 inch long tube, a range of vertical movement of 

3.0 about 2 foot. This provides a maximum tape extension of approximately 10 feet. 
f| 1 FIG. 3 and FIG. 6 show how the top roller 3 is disposed relative to the top rim of post 10. 

Wl Top assembly 8 has a flange or lip which seats assembly 8 on the top rim of post 10 such that the 

y 3 top of roller 3 is above the rim of post 10. This permits tope 2 to exit from top block assembly 8 

r§4 over the rim of post 10 without touching post 10. FIG. 3 also shows a small screw 16 (such as a 

25 #8 machine screw 3/8 inches long) used to attach top block assembly 8 to post 10. FIG. 2 shows 

26 hole 15 into which screw 16 is threaded. 

27 FIG. 7 and FIG. 8 show side and front views of top block assembly 8 with rollers 3, 4, and 

28 5. FIG. 9 shows a top view of the preferred ring design of top block assembly 8. 

29 The bottom block assembly must be of sufficient weight to provide sufficient tension to 

30 keep the extendible tape taut when extended and to overcome frictional forces when the tape is 

31 retracted. I have found that an steel bottom block assembly having overall length of 6.5 inches 

32 and 1.87 inch diameter weighs approximately 3.8 lbs. and serves well. The exact weight is not 

33 critical. 

34 Attached to the bottom is a circular membrane to provide a seal between the bottom block 

35 assembly and the interior wall of the tube. The membrane slows the escape of air from the space 

36 between the bottom of the block assembly and the bottom of the tube when the block assembly 

37 descends, thus slowing the rate of descent of the bottom block assembly. The art of pistons and 
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1 sealing pistons is well understood. I have found that a 2 inch diameter disk of tempo nylon 

2 velour material serves to slow the descent of the bottom block assembly. 

3 Those skilled in the art will understand that although the embodiment described here uses a 

4 pulley system with five plies of tape, alternative configurations are possible with a different 

5 number of plies. They will also understand that although I have described the top block 

6 assembly as comprising a ring and means for attaching a decorative finial, other configurations 

7 are possible. For example, it would be possible to integrate the decorative final as part of the top 

8 block assembly, or to dispense with a decorative finial completely and provide the top block 

9 assembly with a finished, flat, top. Also, although I have described a snap end and attachment 

10 ring as the means of attaching the extendible tape to a companion stanchion, other attachment 

1 1 means are possible. Also, the attachment ring can be a separate component distinct from the top 

12 block assembly. 
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1 I claim: 

2 1 . An extendible guidance tape crowd control stanchion comprising (a) a base, (b) a post 

3 attached to said base, (c) a fixed top block assembly attached to said post, said top block 

4 assembly comprising a plurality of rollers, (b) a movable bottom block assembly contained 

5 within said post, said bottom block assembly comprising a plurality of rollers and a weight, 

6 (d) an extendible and retractable guidance tape laced between said top block assembly and 

7 said bottom block assembly, said guidance tape comprising a tape and means for attaching 

8 said tape. 

9 2. In a crowd control stanchion having an extendible and retractable guidance tape, the 

10 improvement comprising 

1 1 gravitational means for maintaining tape tension when said guidance tape is extended 

12 and for retracting said guidance tape. 

^3 3. A crowd control stanchion according to claim 2 where said gravitational means for 

51 maintaining guidance tape tension and retracting said guidance tape comprises a weighted 

f 5 pulley system. 

% 4. A crowd control stanchion according to claim 3 where said pulley system comprises (a) a 
Jf fixed top block assembly comprising a plurality of rollers and (b) a movable bottom block 
118 assembly comprising a plurality of rollers and a weight 
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Country 


) SA 


Telephone 


Fax 


I hereby declare that ail statements made herein of my own knowledge are true and that all statements made on information and belief are 
believed to be true; and further that these statements were made with the knowledge that willful false statements and the like so made are 
punishable by fine or imprisonment, or both, under 18 U.S C. 1001 and that such willful false statements may jeopardize the validity of the 
application or any patent issued thereon 


Name of Sole or First Inventor: 


□ A petition *has been filed for this unsigned inventor 



Post Office Address 


Post Office Address 


120 UJ Z1-J*D t 3 


City 


VW Ltel fiJf I w\/0QSiSr I Country 


0. 


D Additional inventors are being named on the . supplemental Additional Inventor(s) sheet(s) PTO/SB/02A attached hereto 
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Please type a plus sign (+) inside this box — > 


PTO/SB/01 (12-97) 
Approved for use through 9/30/00 OMB 0651 -0032 
Patent and Trademark Office; U S DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1 995. no persons are required to respond to a collection of information unless it contains 
a valid OMB control number 


+ 


DECLARATION FOR UTILITY OR 
DESIGN 
PATENT APPLICATION 
(37 CFR 1.63) 


Mi 


Declaration 
^Submitted 
with Initial 
Filing 


□ Declaration 

OR Submitted after initial 
Filing (surcharge 
(37 CFR 1.16(e)) 

required) 


Attorney Docket Number 


First Named Inventor 


COMPLETE IF KNOWN 


Application Number 


Filing Date 


Group Art Unit 


Examiner Name 


/ 


As a below named inventor, I hereby declare that: 

My residence, post office address, and citizenship are as stated below next to my name. 

I believe I am the original, first and sole inventor (if only one name is listed beiow) or an original, first and joint inventor (if plurai 
names are listed below) of the subtect matter which ,is claimed, and for whic^i a patent is sought on the invention entitled 


lames are listed belowl of the subject matter which is claimed and for whicfr a patent is so ught on the inventio 


the specification of which 

\* is- attached hereto 

OR 

□ was filed on (MM/DD/YYYY) 


(We of the Invention) 


Application Number 


and was amended on (MM/DD/YYYY) 


as United States Application Number or PCT International 
' | {if applicable) 


I hereby state that I have reviewed and understand the contents of the above identified specification, including the claims, as 
amended by any amendment specifically referred to above. 

I acknowledge the duty to disclose information which is material to patentability as defined in 37 CFR 1 .56. 


I hereby claim foreign priorttv benefits under 35 U.S.C 119(a)-(d) or 365(b) of any foreign applcation(s) for patent or inventors 
certificate or 365(a) of any PCT international application which designated at least one country other than the United States of 
America listed below and have also identified below, by checking the box, any foreign application for patent or inventor's certificate, 
or of any PCT international application having a filing date before that of the application on which priority is claimed. 


Prior Foreign Application 
Number(s) 


Country 


Foreign Filing Date 
(MM/DD/YYYY) 


Priority 
Not Claimed 


Certified Copy Attached? 
YES NO 


□ 
□ 
□ 
□ 


□ 
□ 
□ 
□ 


□ 
□ 
□ 
□ 


□ Additional foreign application numbers are listed on a supplemental priority data sheet PTO/SB/02B attached hereto- 


hereby claim the benefit under 35 U.S.C 119(e) of any United States provisional application(s) listed below 


Application Number(s) 


Filing Date (MM/DD/YYYY) 


I | Additional provisional application 
numbers are listed on a 
supplemental priority data sheet 
PTO/SB/02B attached hereto. 


+ 
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Burden Hour Statement: This form is estimated to take 0.4 hours to complete. Time will vary depending upon the needs of the 
individual case. Any comments on the amount of time you are required to complete this form should be sent to the Chief Informatran 
Officer, Patent and Trademark Office, Washington, DC 20231. DO NOT SEND FEES OR COMPLETED FORMS TO THIS 
ADDRESS SEND TO' Assistant Commissioner for Patents, Washington, DC 20231 


